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A - ASECTION

A
.06 [1.65]

.31 [7.92]

.79 [20.00]

Ø1.25 [31.75]

Ø4.25 [107.95]

.715 [18.16]

1.430 [36.32] Ø.75 [19.05]

.50 [12.70]

.75 [19.05]

Ø1.69 [42.85]

(Ø5.97 [151.64])

(Ø3.37 [85.70])

SCALE 4X

SCALE 4X

2

3

1 6" O.D. NONROTATABLE CF FLANGE 304L SST 1

2 BELLOWS 316L SST 1

3 3 3/8" O.D. NONROTATABLE CF FLANGE 304L SST 1

1.375 [34.93]

2.750 [69.85]

4X 1/4 - 20 X 3/8 DEEP

1. THIS IS A ULTRA- HIGH VACUUM ASSEMBLY (UHV)

FOR REF. ONLY

NOTES:

6. DIMENSIONS IN [  ] ARE MILLIMETERS AND

1

COMVAT INC.
600 W. CUMMINGS PARK
WOBURN, MA 01801
TEL: 1-800-828-5625
FAX: 1-617-935-3940

REF. SOURCE

.04 [0.99]

.20 [4.98]

Ø.47 [11.94]Ø.83 [21.08]

2X Ø1.46 [37.08]

DO NOT BREAK THRU

Ø2.24 [57.00]

(.04 [0.99])

.12 [3.00]

.24 [6.00]

Ø1.85 [47.00]

2.99 [76.00]

Ø.65 [16.46]

SEE NOTE #7

TIG

.14 [3.56]

2.38 [60.45]

2. Ø.625 [15.88] ROD HAS TO PASS THRU I.D. OF BELLOWS

3. DIMENSION 2.38 [60.45] IS THE EXTENDED POSITION,
STROKE IS 1.221 [31.01]

4. BAKING TEMPERATURE SHALL NOT BE HIGHER THAN 200°C

5. BELLOWS SPECIFICATIONS: I.D. = 19mm
                       O.D. = 37mm

THICKNESS = 0.13mm
CONVOLUTION = 2 X 23MP

ASSEMBLY SHALL BE LEAKED TESTED
USING A MASS SPECTROMETER WITH A
MINIMUM SENSITIVITY FOR HELIUM OF
2X 10 -10 STANDARD CC/SEC PER
LEAK METER DIVISION

A3880005-00

A3-880005-00

A3-88
LIGHT LOAD PNEUMATIC

31mm - 6" LINEAR ACTUATOR
BELLOWS VACUUM FLANGE

WELDMENT ASSEMBLY

SEE PARTS LIST

.1 [2.5]

.01 [0.25]

.005 [0.13]
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MUSCIA 4/28/97

J. CHANG 5/20/97

CHANG/MUSCIA 4/28/97

J. CHANG 5/20/97

D. Shu 6/6/97

T.M. Kuzay 6/9/97

45°


