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ROTATE 90 TO OPEN POSITION
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LOG No.
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VARIAN
#16591301

MDC
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MDC
#191004

MDC
#190064

MDC
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G1-830003-00

MDC
450020

G1-830002-00

G1-830001-00

NOTES:

1. THISIS A U.H.V. COMPONENT.

2. FOR COMPLETE SPECIFICATIONS ON MACHINING, CLEANING, VACUUM
REQUIREMENTS, TESTING AND DELIVERY PREPARATION, SEE

ANL DOCUMENT #410201-00095.

3. FOR COMPLETE WELDING SPECIFICATIONS, SEE
ANL DOCUMENT #AMS 2685C.

4. DIMENSIONS IN BRACKETS [ ] ARE MILLIMETERS
AND ARE FOR REFERENCE ONLY.

SUGGESTED
SOURCE:

1 MDC VACUUM PRODUCTS CORP.
23842 CABOT BLVD.
HAYWARD, CA 94545-1651
PHONE: (800)-443-8817
FAX: (910)-383-2023

2 VARIAN VACUUM PRODUCTS DIVISION

121 HARTWELL AVENUE
LEXINGTON, MA 02173
PHONE: (800)-882-7426
FAX: (617)-860-5437

3 THERMIONICS NORTHWEST, INC.
231-B OTTO STREET,
FORT TOWNSEND, WA. 98368
PHONE: (360)-385-7707
FAX: (360)-385-6617

#6 LOCK WASHER

#6 FLAT WASHER

RIGHT ANGLE VALVE

BUTTON HEAD CAP SCREW, SILVER PLATED
#6-32 UNC x .50 LG

GASKET, 8" NOMINAL

GASKET, 2-3/4" NOMINAL

BOLT SET, 12 POINT DODECAGON HEAD,
SILVER PLATED, 5/16-24 UNF x 2.25 LG.
BOLT SET, 12 POINT DODECAGON HEAD,
SILVER PLATED, 1/4-28 UNF x .875 LG.

8" TO 2 3/4" REDUCING FLANGE

QUARTZ VIEWPORT, ZERO PROFILE,

2.73 0.D. x .500 THK., 1.40 VIEW DIAMETER
PNEUMATICALLY OPER. ROT. FEEDTHROUGH
2.75" OD FLANGE

FLOURESCENT SCREEN

2.63%5.51x.12 THK.

P4105090601-810001 VACUUM CHAMBER WELDMENT

STAINLESS STEEL 2
STAINLESS STEEL 2
STAINLESS STEEL 1
) 2
STAINLESS STEEL
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COPPER
OFHC 3
COPPER

STAINLESS STEEL
300
STAINLESS STEEL
304
STAINLESS STEEL
STAINLESS STEEL
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STAINLESS STEEL
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corcuera 3/6/97 §D. SHU 7/24/9

J. CHANG 7/16/94T. KUZAY 7/25/9'

CORCUERA/CHAS(B/97
4 HANG 7/16/9]

G1 ROTARY SCREEN
ASSEMBLY

I SEE PARTS LIST
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