
.118 [3.0000]

 NOTE:

2.750 [69.8500]

.866 [22.0000]

1.968 [50.0000]

.433 [11.0000]

.669 [17.0000]
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AREA FOR CLAMPING

MEASURING AREA
FLATNESS 1. MATERIAL: WHITE OR GRAY SYNTHETIC DIAMOND

   IS TO HAVE CERTIFIED THERMAL CONDUCTIVITY
   > 9 W/CM-K°

2. ALL DIMENSIONS ARE –.01 [.254], EXCEPT
   .005 –.002 [.127 –.0508].

3. THE LASER CUT BLADE IS TO BE FREE OF
   SURFACE OR MATERIAL BLEMISHES, CRACKS,
   OR OTHER SUCH DEFECTS.

4. SURFACE FLATNESS MAY BE MEASURED WITH
   CLAMPING THE HALF OF THE BLADE BY A
   PAIR OF FLAT BLOCKS.

5. ALL DIMENSIONS IN [ ] ARE MILLIMETERS
   AND ARE FOR REFERENCE ONLY.

1663

[f,.010]

.005 [.1270] +.002 [.0508]
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SCALE

CHIEF DESIGN ENGINEER DATE

GP LEADER

PROJECT MGR.

LOG NUMBER

MATERIAL

DRAWN BY DATE

CHECKED BY

DESIGNER

RESPONSIBLE ENGINEER

UNLESS OTHERWISE SPECIFIED:
ALL DIMENSIONS ARE IN INCHES

TOLERANCES

DECIMALS ANGULAR

.X    – –   °

.XX   –

.XXX  –

SURFACE ROUGHNESS

REMOVE ALL BURRS AND
BREAK SHARP EDGES .03 MAX.

SURFACE TEXTURE TO BE IN
ACCORDANCE WITH LATEST ANSI B46.1

DIMENSIONING & TOLERANCING IN
ACCORDANCE WITH LATEST ANSI Y14.5

DO NOT SCALE DRAWINGREVISIONS
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PLOT SCALE: DWG. SCALE:( )B 1=1 1

A11185

P4102010104-210006-00

B1 ID FRONT END
FIRST BEAM POSITION MONITOR

HORIZONTAL BLADE

1:1

1 1 B

.015

.010

.005

.25

250

       SEE NOTE 1
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