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ACCORDANCE WITH LATEST ANSI Y14.5
DIMENSIONING & TOLERANCING IN

ACCORDANCE WITH LATEST ANSI B46.1
SURFACE TEXTURE TO BE IN

BREAK SHARP EDGES .03 MAX.
REMOVE ALL BURRS AND
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PARTS LIST

ITEM DWG/PART NUMBER NOMENCLATURE OR DESCRIPTION MATERIAL / SPEC QTY
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K1-31
1-ID BACK SCATTERING BEAMLINE

COLLIMATOR END FLANGE

   SEE NOTE # 1

.03 [.7620]

.01 [0.25]

.005 [0.127]

.25’
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   corcuera 6/10/97

J. CHANG 7/3/97

CORCUERA/CHANG6/10/97

J. CHANG 7/3/97

D. SHU 7/5/97

T. KUZAY 7/7/97

MAKE FROM "MDC" ROTATABLE BLANK FLANGE

PACKING WITH ALUMINUM FOIL.
KEEP THE PART CLEAN, AND WRAP FOR UHV

WASHING AND DRY NITROGEN BLOW DOWN.
STEP CLEANING PROCESS INVOLVING DEGREASING,
THE PART NEEDS TO GO THROUGH A MULTIPLE

DIMENSIONS IN [  ] ARE MILLIMETERS

WHEN MACHINING VACUUM PARTS, USE OF
SILICONE AND SULPHUR-BASED CUTTING FLUIDS
IS PROHIBITED. USE ONE OF THE FOLLOWING:
A) CIMCOOL 5 STAR 49

AND ARE FOR REFERENCE ONLY.
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B) TRIM SOL
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NOTES:

CAT. #100025

AA

  SECTION AA

4X R.06 [1.52] (NEAR SIDE)

4X R.12 [3.04] (FAR SIDE)

0.608 [15.43]

1.215 [30.86]

0.545 [13.84]

1.090 [27.69]

0.840 [21.34]

1.680 [42.67]

0.902 [22.92]

1.805 [45.85]

(0.563 [14.30])

0.250 [6.35]


