
K1440500-00-03

K1-440500-00-03

K1-44
32 ID WALL COLLIMATOR

FE LEAD ASSEMBLY

.1 [2.5]

.01 [0.25]

.005 [0.13]

.25°

125

1=2

D1 3

   corcuera 12/18/98

J. CHANG 2/19/99

A. CORCUERA 12/18/98

J. CHANG 2/19/99

D. SHU 3/5/99

T. KUZAY 3/5/99

(18.00 [457.20])
(CAVITY)

(18.00 [457.20])
(CAVITY)

17.50 [444.50]

(15.70 [398.78])

8.50 [215.77]

NEEDED)

BOTH SIDES
SHIM PLATE

11

(RE-CUT IF

K1-44 FE WALL COLL. LEAD BOTTOM PLATE

K1-44 FE WALL COLL. LEAD LOWER MID. PLATE

K1-44 FE WALL COLL. LEAD UPPER MID. PLATE

K1-44 FE WALL COLL. LEAD UPPER PLATE

K1-44 FE WALL COLL. LEAD TOP & SHIM PLATE

7
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 NOTE:
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K1-440507-00

K1-440508-00

K1-440509-00

K1-440510-00

K1-440511-00
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NEEDED
AS

WITH FEDERAL SPECIFICATION -QQL201.  HUTCH SHALL MEET ALL APPLICABLE

DETRIMENTAL DEFECTS.  MATERIAL SHALL BE LEAD GRADE "C" TO COMPLY

FEDERAL, STATE AND LOCAL RADIATION GUIDE LINES: NBS HANDBOOK 111

2- ALL DIMENSIONS SHOWN IN [ ] ARE MILLIMETERS AND FOR REFERENCE USE ONLY.

1- LEAD LINED PANELS SHALL BE CONSTRUCTED FROM SINGLE UNPIERCED

SHEET.  FREE OF OXIDE INCLUSIONS, FISSURES, VOIDS AND ALL OTHER

AND 114, ANS N43.2 AND DOE ORDER 5480.11

11
NOTE:


