[¢E>| PLOT SCALE:18=1 | DWG. SCALE:1 |

8 I 7 I 6 I 5 I

4 | 3 | 2 | 1

5.16 [131.10] 15.00 15.00 -
[381.00) [381.00]
5116-18 UNC
ax
+ i 1
(1052 [267.20))
4 2
o "-
< - - 4= - 1
2005080
1 s2posy 11 L
1 1 !
D 1 1.58[40.13] 1 N
i = 31610026) g
1 11 ! 1
1 ' o —_t]- — - —
1 11 ! !
1 11 !
1 11 !
1 11 !
1 11 !
1 11 !
1 11 !
1 11 !
1 11 !
1 11 !
1 11 !
1 1 ! i
! 1 ! 98.00 [2489.20]
1 11 I
1 11 I
1 11 I
1 11 I
1 11 I
1 1T
e L., (| N I
1 11 !
1 11 ! i
1 11 !
1 11 !
1 11 !
1 11 !
1 11 !
1 . 1 !
I N A —
-I ! 1 s
18.65 [473.75] - (3.00 (76.20]) (98.00 [2489.20] )
@ELEVATION
1T
16 GA. (0598) CRS
X2.25 (517,15 WIDE
1
1 |
1
1
0 I\ 28
- 1
0 [\ 28
Ve,
28 0 0 /28 T
4D
- (4031 [1023.90)) L~ 155 (39.65]
SECTION
SCALE2-1
SECTION
SCALE/2-1"
NOTE:

1- LEAD LINED PANELS SHALL BE CONSTRUCTED FROM SINGLE UNPIERCED
SHEET. FREE OF OXIDE INCLUSIONS, FISSURES, VOIDS AND ALL OTHER
DETRIMENTAL DEFECTS. MATERIAL SHALL BE LEAD GRADE "C" TO COMPLY
WITH FEDERAL SPECIFICATION -QQL201. HUTCH SHALL MEET ALL APPLICABLE
FEDERAL, STATE AND LOCAL RADIATION GUIDE LINES: NBS HANDBOOK 111
AND 114, ANS N43.2 AND DOE ORDER 5480.11

3/4 THK X 3.0 WIDE STL SPACERS AROUND PERIPHERY
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