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METAL HAND STAVP “ 38, THIS
SIDE.IN 50 12 701 Mo CHARACTERS
NEAR CENTER OF PANEL
19.15 [486.40] - (2.00 [50.80]) (98.00 [2489.20])

@ ELEVATION
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16 GA. (0598) CRS
x2.25 [57.15] WIDE
2
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135 (34.29]

(40.31[1023.90)) -

SECTION

NOTE:

1- LEAD LINED PANELS SHALL BE CONSTRUCTED FROM SINGLE UNPIERCED
SHEET. FREE OF OXIDE INCLUSIONS, FISSURES, VOIDS AND ALL OTHER
DETRIMENTAL DEFECTS. MATERIAL SHALL BE LEAD GRADE "C" TO COMPLY
WITH FEDERAL SPECIFICATION -QQL201. HUTCH SHALL MEET ALL APPLICABLE
FEDERAL, STATE AND LOCAL RADIATION GUIDE LINES: NBS HANDBOOK 111
AND 114, ANS N43.2 AND DOE ORDER 5480.11
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SECTION

SCALE:1/2=1

518 THK X 1.0 WIDE LEAD BARS.
AAROUND PERIPHERY OF PANEL.

58 THK X 2.0 WIDE STL SPACERS ABUTTING LEAD BARS
& DOWN CENTER OF PANEL AS SHOWN.

12 GA. (1046) SHEET CRS

06 V28 104 THK. SHEET
38" THK. LEAD

SECTION AROUND PERIMETER

32 PREPARATION

SEALED CORNER

CORNER SEAL WELD SHEET BLANK @ CORNER

(16 GA. x 225 [57.15])

R18(457)

SHEET BEND

SIDING PREPARATION
TYPICAL DETAIL

i SCALE:1/2=]

3/4-10 UNC-28 THRU

FR.MC13x 318

4XR.38(9.52)

(100 [25.40))

1,00 THK.

VP,
09 28 DETAIL  2x
SCALE:1/4=

1 A1664002 1T PA41050903-820309-02  HO TRIM 3/" =
2 JAM NUT 3/4-10 UNC-28 HEX ss 2
1 HEX HD BOLT 314-10UNC-3Ax 1 3/4 LG, ss 2

A1664602 |

o corcuera

TSANCHEZ

HO HUTCH DOOR PANEL R H.
38" x 2.49M x 1.02M

02 [UPDATED DESIGN 5P
1_JUPDATED PARTS LIST TS | 15 firied)
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