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NOTE:

1 LEAD LINED PANELS SHALL BE CONSTRUCTED FROM SINGLE UNPIERCED
o) SHEET. FREE OF OXIDE INCLUSIONS, FISSURES, VOIDS AND ALL OTHER H
V. DETRIMENTAL DEFECTS. MATERIAL SHALL BE LEAD GRADE 'C" TO COMPLY
‘WITH FEDERAL SPECIFICATION -QQL201. HUTCH SHALL MEET ALL APPLICABLE
FEDERAL, STATE AND LOCAL RADIATION GUIDE LINES: NBS HANDBOOK 111
AND 114, ANS N43.2 AND DOE ORDER 5480.11

6x16.3CRS A4
12 GA. (.1046) SHEET CRS MODEL No. 4C739)
7=
1
% Y28 118 THK. LEAD 0% A0 S T == SEESHT#2
1
1 7 N 1
1 PN RN
| . -
SEALED CORNER 1
14
i 1 it

1
L
.

3 — — — — — — — — — — Jr— — —) — — — — — — — — — — )

| L tH '

: ‘ S ' S .
Gl e = ol o e e o e e e e e e e e e o )
i

SIDING PREPARATION
TYPICAL DETAIL -

!
!

|
i
i I
4
0
A 1
i I
i
i 1
—
' |
e
|
-
N
| i1 (o
i I !
i !
1068 ~r
feraan 1 DI N R
| -1k |
PR N
| | { ' 3 ! '
1 i i
1 i I !
i !
' T e ] O Y 1)
! I ! 1 Al
5 siposn) B B
A16648
Eee] corcuera | 10221/8D.5HU w4194

T SANCHEZ/CORTLEZRAS 14" x3.37M x 1.00M
T.SANCHEZ | 1/4/94)
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