(E)

3/16=1

i
16300128

P = e — i — i — e — i — i —  —  — i — i — i —  — i — i —— — — — i — — i — — i — i — i — ) —

espsoy e

10500419.10) -1

15085 (398386)

6610 16a096]

o515 168006

am

5612 s8)

ines s0000)
w3

T - 1T - ==

'_____"__i'____l'__"l"ﬂ

9050

500

) s

1
1 i)
[

(R 20

15.00(381.00] -
1200 3040 150 n10)
—jocolsz |
sop2m0)
° . . T4

ww

DETAIL 1
2REQD.

s 1}
i
— Al
(TYP. @ 4 SIDE)
‘

SECTION AROUND PERIMETER

TACK PREPARATION
EEDED

T
SEALED CORNER

CORNER SEALED WELD 'SHEET BLANK @ CORNER

725 (18.41)

] R18[457)

SHEET BEND

SIDING PREPARATION
TYPICAL DETAIL

LEAD PANEL SHALL BE CONSTRUCTED FROM SINGLE UNPIERCED
SHEET. FREE OF OXIDE INCLUSIONS, FISSURES, VOIDS.

AND ALL OTHER DETRIMENTAL DEFECTS, MATERIAL SHALL

BE LEAD GRADE “C" TO COMPLY WITH FEDERAL

SPECIFICATION-QQLZ01 HUTCH SHALL WEET ALL APPLICABLE
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HO MBES ROOFING #6

14" X 4.20M x 1.00M
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