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5/16-24 UNFx 1.5 LG 12-PT HD (DRILL HD)

TO LOCK IN PLACE.

PRIOR TO TESTING.

Ø5/16 PLAIN WASHER

P4 COOLING WELDMENT

Ø5/16 x 5/8 LG SHOULDER SCR. (DRILL HD)

1/4-20 UNC x 1" LG SHCS (DRILL HD)

CLAMP TYPE COLLAR Ø5/8 I.D.x 1-1/2 O.D.

A3 70 mm - 8" ACTUATOR ASSEMBLY

SENSITIVITY SHALL BE PERFORMED JUST

DETECTOR IS SENSED WITHIN 1 MIN.

3. ALL DIMENSIONS WITH    ARE MILLIMETERS

FINAL TEST WILL CONSIST OF SURROUNDING

THE CHAMBER (BAGGING) WITH HELIUM. THE

4. ALL DRILLED HEAD SCREWS SHALL BE WIRED

OF 2X 10 -10 STANDARD CC/SEC PER

MINIMUM SENSITIVITY FOR HELIUM
  USING A MASS SPECTROMETER WITH
2. DEVICE SHALL BE LEAK TESTED

CALIBRATION OF THE LEAK DETECTOR

LEAK METER DIVISION, SUCH AS:

METAL SEAL GASKET (MDC)

Ø5/16 LOCK WASHER

Ø1/4 PLAIN WASHER

P4 COOLING BLOCK

Ø1/4 LOCK WASHER

P4 HEAT SINK

WITH ALUMINUM FOIL.

UHV PARTS CLEAN DURING ASSEMBLY
AND WRAP UP FOR UHV PACKING
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