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1.THIS IS A UHV CHAMBER. A MULTIPLE STEP
CLEANING PROCESS INVOLVING DEGREASING,
B WASHING AND DRY NITROGEN BLOWDOWN B
IS NEEDED BEFORE WELDING

2. KEEP THE PART CLEAN, AND WRAP FOR

UHV PACKING WITH ALUMINUM FOIL. TUBING
s 6.00 x 083 WALL X 1.06 LG, SST304 1
3. USING A MASS SPECTROMETER WITH
4 MDC #100031 ]
MINIMUM SENSITIVITY FOR HELIUM 8"0.0. ROTATABLE FLANGE SST 304 1
OF 2 x 10 -10 STANDARD CCISEC PER 3 MDC #110031 8' 0.D. NOM. NON-ROTATABLE FLANGE SST304 1
LEAK METER DIVISION, SUCH AS: 2 |P4105090907-230102-00 | SUB-WELDMENT SST304 1
ALCATEL ASM-110TCL 1 | Pa105090807-230101.00 | P7 COOLING BLOCK O.F.HC. COPPER 1

VARIAN NCR 925 OR 936

VEECO MS-9, MS-90 OR Ms-18 SO UR C E o owamaRT NGER NoUENCLATURE O DESCARPTION e s o

DUPONT CEC 24-1208

PARTS LIST

CALIBRATION OF THE LEAK DETECTOR A18582 ARGONNE LABORATORY
SENSITIVITY SHALL BE PERFORMED JUST 23842 CABOT BOULEVARD
PRIOR TO TESTING. HAYWARD, CA. 94545-1651 Lo e P e Vi B
A FNALTEST WIL(L cggswg OF SURROUNDING (5108876100 o ) mnmons _|5/94 |D.SHU 627194 ADVANCED PHOTON SOURCE

CHAMBER WILL BE REJECTED IF A 2% DEFLECTION e . CHANG. 6/26/94T. M. KUZAY _ |6/28/04 INTEGRAL SHUTTER
D R o [

4, ALL DIVENSIONS WITH [} ARE IN ILLIVETERS, B, 3OS oz -

e e weer 14 |E | P4105090907-230100-00
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