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ANL DOCUMENT #AMS 2685C.
FOR COMPLETE WELDING SPECIFICATIONS, SEE

ANL DOCUMENT #410201-00095.
REQUIREMENTS, TESTING AND DELIVERY PREPARATION, SEE
FOR COMPLETE SPECIFICATIONS ON MACHINING, CLEANING, VACUUM

PROHIBITED.  USE TRIM SOL OR APPROVED EQUAL LUBRICANT.
SULPHUR-BASED CUTTING FLUIDS AND ABRASIVES IS
WHEN MACHINING VACUUM PARTS, USE OF SILICONE,

DIMENSIONS IN BRACKETS [  ] ARE MILLIMETERS AND

NOTES:

ARE FOR REFERENCE ONLY.
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304 SST 1

FLANGE, Ø 8" NON-ROTATABLE MODIFIED

1

2

FLANGE, Ø 3 3/8" ROTATABLE MODIFIED

304 SST 1

3 TUBING 304 SST 2

TUBING
304 SST 14

FLANGE, Ø 2 3/4" NON-ROT. 304 SST 2

Ø 1.00 O.D. x .065 WALL x 2.82 LG.
MDC# 480004

MDC# 110014

SOURCE
MDC VACUUM PRODUCTS CORP.
23842 CABOT BLVD.
HAYWARD, CA  94545-1651
PHONE: (800)-443-8817
FAX:   (910)-383-2023
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P4105091507-220102

P4105091507-220101

P4105091507-220103

(3.75 [95.25])

VAC. TIGHT

VAC. TIGHT
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VAC. TIGHT

(2X 4.18 [106.17])

3

5

(32°)

(2X 36°)

(1.68 [42.67] )

3.951 [100.36]

1.269 [32.23]

.196 [5.00] W. GROOVE

(3.559 [90.40])

[-B-]

.122 –.002 [3.10]

[f,.002]
4

(FOR GROOVE ONLY)

R. .015 [.38] MAX.

PICTORIAL CHANGES1 RAF CB 2/96

2 CHANGED FINISH MARK FROM 16 TO 4 RAF 7/96CB
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