i
NOTES:

1. WHEN MACHINING VACUUM PARTS, USE OF SILICONE,
SULPHUR-BASED CUTTING FLUIDS AND ABRASIVES IS
PROHIBITED. USE TRIM SOL OR APPROVED EQUAL LUBRICANT.

2. FOR COMPLETE SPECIFICATIONS ON MACHINING, CLEANING, VACUUM
REQUIREMENTS, TESTING AND DELIVERY PREPARATION, SEE

A ANL DOCUMENT #410201-00095.

3. FOR COMPLETE WELDING SPECIFICATIONS, SEE
ANL DOCUMENT #AMS 2685C.

4. DIMENSIONS IN BRACKETS [ ] ARE MILLIMETERS AND
ARE FOR REFERENCE ONLY.
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SECTION A-A

VAC. TIGHT

SUGGESTED

SOURCE

MDC VACUUM PRODUCTS CORP.
23842 CABOT BLVD.

HAYWARD, CA 94545-1651
PHONE: (800)-443-8817

FAX: (910)-383-2023
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TUBING 304 SST i
500 0.D x .035 WALL x CUT TO FIT OR 304L SST
VACUUM FLANGE, 1 1/3" NONROTATABLE 304 SST i
1.330.D. x .502 1.D. X .285 THK. OR 304L SST
REDUCING FLANGE, 8" TO 3 3/8" 304 SST i
7.97 0.D. x 2.00 1.D. X .880 THK. OR 304L SST
NOMENCLATURE OR DESCRIPTION MATERIAL I SPEC an
PARTS LIST
A2232700 . ARGONNE NATIONAL LABORATORY
P.ENGELBRECHT 11/04 ADVANCED PHOTON SOURCE
aHecxepoy cr eaven
C.BRITE 11/94 L7 SOFT X-RAY
DESIGNER PROJECT MGR, VERTICAL EXIT SLIT
penceLaREcHT ... 11/94
REDUCING FLANGE WELDMENT
C.BRITE 11/94

SEE PARTS LIST
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