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PARTS LIST

ITEM DWG/PART NUMBER NOMENCLATURE OR DESCRIPTION MATERIAL / SPEC QTY
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8X .38-16 UNC-2B

8X Ø.44

8X 45° X .3

[f,.005]

[-A-]

[g,.005,A]

1
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1 6.00 X 6.00 X .75 PLATE STEEL 2

2 3.00 X 3.00 X .25 X 5.89 LG TUBE STEEL 1

AND ARE FOR REFERENCE USE ONLY.

ALL DIMENSIONS SHOWN IN [ ] ARE MILLIMETERS1.
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SOURCE:1

KEELER & LONG
P.O. BOX 460
WATERTOWN, CT. 06795
(203) 274-6701

KEELER & LONG No. 3200 EPOXY PRIMER
KEELER & LONG J-SERIES FINISH COAT
PER MANUFACTURERS SPECIFICATION

SOURCE:2

COTRONICS CORP.
3379 SHORE PARKWAY
BROOKLYN, N.Y. 11235
(718) 646-7996

HIGH STRENGTH WOVEN CERAMIC
THERMEEZ 395 PRESSURE SENSITIVE TAPE
CAT. NO. 395-83PS (1/8" X 3" X 50’)

PAINT SPECIFICATION:
FINISH:

APPLICATION:

WRAP TUBE WELDMENT WITH CERAMIC TAPE.

FINISH: FEDERAL SAFTEY BLUE MATT FINISH,

EXCEPT FOR FINISHED SURFACES INDICATED.

3.

2.

COAT WITH SILICONE SPRAY.
DO NOT PAINT SURFACE,

COAT WITH SILICONE SPRAY.
DO NOT PAINT SURFACE,


