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ANL DOCUMENT #AMS 2685C.
3.  FOR COMPLETE WELDING SPECIFICATIONS, SEE

ANL DOCUMENT #410201-00095.
REQUIREMENTS, TESTING AND DELIVERY PREPARATION, SEE

2.  FOR COMPLETE SPECIFICATIONS ON MACHINING, CLEANING, VACUUM

1.  THIS IS A U.H.V. COMPONENT.

4.  DIMENSIONS IN BRACKETS [  ] ARE MILLIMETERS

NOTES:

P. ENGELBRECHT

SECTION A-A

VAC. TIGHT
TIG
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4.00 O.D. x .120 WALL x 77.75 LG.

8" VACUUM FLANGE, NON-ROTATABLE
7.970 O.D. x 3.760 I.D. x .880 THK.

4.125 I.D. x .38 WALL x 77.30 LG.

5.25 O.D. x .120 WALL x 77.30 LG.

STERLING
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AND ARE FOR REFERENCE ONLY.
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01 MP 2/17/95ADDED VENT HOLE & WELDED ITEM 3 TO FLANGE

1

2

4

3

WARNING:
MAKE SURE VENT HOLE

IS OPEN PRIOR TO BAKING

VENT HOLE

WATER
TIGHT

2X

SEE NOTE 5

SEE NOTE 5

Ø.201 [5.10] DRILL THRU

.250-20 UNC-2B TAP THRU ITEM 3 ONLY

Ø.512 [13.00]  X .01 [0.25]

SEE NOTE  6

5.  OUTSIDE SURFACE TO BE ELECTRO-POLISHED.

6.  FOR DEEP CLEANING INSERT A SELF SEALING WATER TIGHT SCREW
  IN VENT HOLE


