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SECTION A-A

MAX. EXTENDED LENGTH (DIM. A)
MAX. COMPRESSED LENGTH (DIM. A)
INSTALLED LENGTH (DIM. A)

MAX. LATERAL OFFSET (DIM. B)
NUMBER OF SEGMENTS

PRESSURE - INTERNAL

NUMBER OF CYCLES

3.80 [96.52)
2.50 [63.50]
2,95 [74.93)
06 [1.52]
2
15 psi
10,000

s CHANGE DESCRIPTION B | cako | owe
REVISIONS
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NOTES:

1. WHEN MACHINING VACUUM PARTS, USE OF SILICONE,
SULPHUR-BASED CUTTING FLUIDS AND ABRASIVES IS
PROHIBITED. USE TRIM SOL OR APPROVED EQUAL LUBRICANT.

2. FOR COMPLETE SPECIFICATIONS ON MACHINING, CLEANING, VACUUM
REQUIREMENTS, TESTING AND DELIVERY PREPARATION, SEE

ANL DOCUMENT #410201-00095.

3. FOR COMPLETE WELDING SPECIFICATIONS, SEE

ANL DOCUMENT #AMS 2685C.

4. DIMENSIONS IN BRACKETS [ ] ARE MILLIMETERS.

SUGGESTED
SOURCE:

1 STANDARD WELDED BELLOWS
375 TURNPIKE AVENUE
WINDSOR LOCKS, CN 06096
PHONE: (203)-623-2307

STANDARD BELLOWS  WELDED BELLOWS, 2 SEGMENTS

2| 4497-200-2-EE
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347 OR 347L

4970 0.0. X 4.001.D. STAINLESS STEEL :
6" VACUUM FLANGE, NR, TAPPED
1 |P4105090702-610001 | 59700 . x 4,120 1.D. x .780 THK. STAINLESS STEEL 2
NOMENCLATURE OF DESCRIPTION ateRin e E
PARTS LIST
A17278 . ARGONNE NATIONAL LABORATORY
P.ENGELBRECHT 3/94 ADVANCED PHOTON SOURCE
C. BRITE 3/94 V2 6" FLANGE, 4" I.D.
pe— [— X 75mm WELDED BELLOWS
¥ EnceLamecHT 3/94 ASSEMBLY
C.BRITE 3194
SEE PARTS LIST
oo 12 D | P4105090702-610000-00



